
COMES ON STEADY, HOT AND STRONG INSTALL A

FOR CARAVAN PARKS,  
SMALL STADIUMS AND  
SPORTS FACILITIES

Now with Higher  
Output 28L Commercial 
Continuous Flow Heaters 
Designed for Commercial 
Applications 

BUILT TOUGH FOR COMMERCIAL USE

Our advanced commercial-grade heat 
exchanger, designed with Computational 
Fluid Dynamics and, features: longer 
warranty, thicker and larger heat exchanger 
for increased reliability and optimised fluid 
path for greater performance.

DELIVERS ON DEMAND, WHEN  
YOU NEED IT 

The intelligent staged ignition system adjusts 
automatically to meet large intermittent hot 
water needs, such as during peak times, 
or small ongoing demands without wasting 
energy during low-use periods.

QUICKER AND EASIER INSTALLATION

Every system is fully assembled and factory-
tested before delivery so you get: less time 
on site, fewer delays and shorter downtime.

TEMPERATURE CONTROL OPTIONS 

Ideal for showering installations with kitchen 
or laundry:

•	 In 60°C mode: Ideal for recirculating or 
dead-leg systems with tempering valves

•	 In 50°C mode: an external tempering 
valve is not required

CUSTOMISABLE TO YOUR NEEDS 

•	 Natural gas or propane models

•	 Left or right plumbing connections

•	 Wall or floor mounting

•	 Optional built-in secondary hot water 
circulator for added efficiency

MULTIPAK®

GAS MEETS PEAK 
DEMAND
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*	Conditions Apply: For full terms and 
conditions please contact Rheem or 
visit www.rheem.com.au/rheem/help/
Warranties
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®Registered Trade mark of Rheem Australia Pty Ltd.

Rheem Australia Pty Ltd
Head Office
1 Alan Street Rydalmere NSW 2116 Australia

Postal
PO Box 7508 Silverwater NSW 2128 Australia 

Rheem Commercial Sales call 132 552 
Rheem Service call 131 031

www.rheem.com.au

MULTIPAK®

1	�50oC limited systems are suitable for dead leg applications only. Further tempering may be required. Consult AS3500.4 for details.  2	�Secondary hot water circulator option not available on systems set to deliver 50oC

MULTIPAK®

MODEL INTERNAL 
EXTERNAL

MPI 02 
MPE 02

MPI 03 
MPE 03

MPI 04 
MPE 04

MPI 05 
MPE 05

MPI 06 
MPE 06

Input MJ/h 420 630 840 1,050 1,260

Recovery Rate at 50°C rise L/hr 1,686 2,528 3,371 4,214 5,057

Maximum Flow Rate at 50°C rise L/min 28 42 56 70 84

Minimum Flow Rate L/min 1.5 1.5 1.5 1.5 1.5

Approx Weight kg 97 123 189 215 241

Wall Mount standard standard standard standard standard

Free Standing Frame (FSF) optional optional optional optional optional

Electrical Supply (240V/50Hz) Amps 1.50 2.25 3.0 3.75 4.5

Electrical Connection 1.8m 10A Plug and Lead per CFWH

Dimensions

Width mm 870 1230 1590 1950 2310

Depth (Wall Mount / Free Standing Frame) mm 360/500 360/500 360/500 360/500 360/500

Frost Protection Yes Yes Yes Yes Yes

Accessories - Secondary circulator2 part number 299658 299658 299658 299658 299658

INTERNAL MODEL

EXTERNAL MODEL


